
HeiDetect Live View

X-RAY TESTING TO  
CHECK BEFORE  
SERIES PRODUCTION



HeiDetect Live View

The HeiDetect Live View effectively supports you in 
avoiding errors before any costs arise. Components 
can be randomly tested at a very early stage of 
production with this X-ray device - as soon as they 
leave the casting machine.
This system is the perfect complement to our fully- 
automatic X-ray systems such as the HeiDetect 
Wheel Robot. This rounds off our diverse portfolio for 
foundries.

Reasonable innovations are made 
every day and in the future

The manual loading and unloading is done 
 comfortably outside of the cabin. The component is 
positioned using a joystick on the HMI. Since the test 
is also done manually, there are no setup times, for 
example, to create test programs. You can check at 
any time, for example, during the critical start-up of a 
new product. This  allows you to  maximize the quality 
of your parts. 
The HeiDetect Live View has a self-sufficient  network 
that is connected with the factory network through a 
router. Test results can be comfortably  transferred 
 through this. The system can  alternatively be 
 delivered HEITEC 4.0-capabale (optional). This has 
the  advantage that you can send data in real-time, for 
example, by e-mail or through the cloud. We would 
be happy to work on other concepts for you such as 
an open interface, an individual IT integration or a 
 remote maintenance access.

Your advantages at a glance
› Suitable for different components, because the 

height of the source and detector is adjustable

› Durability through high-quality and dirt-resistant 
3-axis kinematics

› Precise test results thanks to recognizable error 
size and extent starting at 0.8 mm

› Flexible archiving: Image data can be stored in 
the form of a ring buffer or in an unlimited manner, 
sorted according to different criteria

› Stability through a self-sufficient internal network 
isolated from the factory network (Connection to 
the factory network through a router) 

› Secure transmission of test results

› Future-safe through alternative interface concepts 
such as e-mail delivery or cloud connections  
(optional)

› User-friendly through ergonomic loading and 
unloading

› Individual adjustment options depending on  
requirements

› Suitable for tests both in production and for 
incoming goods or in the laboratory

If you test earlier,  
you can produce quality faster!
More control offers more certainty. Our HeiDetect Live 
View offers you this added value. Whether as a 2D 
version (DR) or a 3D version (CT), it is an  investment 
that will pay off. The Live View tests at an early 
stage of the production process - even before your 
components are cast in series. This allows you to set 
the optimal casting parameters with minimal discards. 
The result: You can produce perfect parts quickly - 
and only the highest quality is processed further.

Our tip: The HeiDetect Live View can be  perfectly 
used for random tests of incoming goods. This 
 allows you to ensure that you only accept proper 
 merchandise from your suppliers.



X-RAY TESTING TO CHECK BEFORE SERIES PRODUCTION

Test system

Length 2,000 mm 2,300 mm

Width 1,400 mm 1,400 mm

Height 2,000 mm 2,000 mm

Weight 5 t 6 t

Space requirement approx. 3 sqm approx. 3 sqm

Max. workpiece weight 50 kg 50 kg

Test component diameter 350 - 700 mm 350 - 700 mm

Max. test component width 385 mm 385 mm

Ambient temperature up to 50 °C up to 50 °C

Detector*

Manufacturer Varex Varex

Active surface 205 mm x 205 mm 205 mm x 205 mm

Pixel size 200 μm - 400 μm 200 μm - 400 μm

X-ray tube**

Manufacturer VJX Varex

Tube voltage 160 kV 225 kV

Tube power 800 W 800 W / 1,000 W

*Optionally, further detectors (also various sizes) are possible

Technical data 3D-version (CT)2D-version (DR)

**Other tubes optionally available

Compact design and individual positioning 
thanks to robust 3-axis kinematics

Space-saving and durable through  
proven robust components
Quality and safety are of the utmost importance, 
but they do not automatically take up a lot of  space. 
The HeiDetect Live View does not even need 3 sqm 
of  space. It can be optimally integrated into your 
 production environment and even placed directly on 
the casting platform. It is specifically designed to be 
 extremely robust and dirt-resistant for the casting 
 environment. Proven HEITEC components and our 
first-class service guarantee a long service life for 
your investment.
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